
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

TECHNICAL REPORT 
 

 
 

 
A Competitor’s Roof Coating and the New PERMAKOTE® formula were applied to two separate 
panels.  The NEW and IMPROVED formulation of PERMAKOTE® uses a new dirt pick up release 
agent within the acrylic resin component. 
 
The samples were allowed to dry, and then placed in a QUV for 18 hours.  An iron oxide slurry mix 
was applied to the bottom portion of the panels. That was then allowed to dry and washed off. The 
Competitor’s Roof Coating Sample remained dirty, which indicates more potential dirt pick up.  The 
NEW and IMPROVED PERMAKOTE® Sample cleaned off well, which shows excellent dirt pick up 
resistance. 
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TEST SUMMARY 
PERMAKOTE® 

DIRT PICK UP PERFORMANCE 
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In Any Event Nationwide Protective Coating Manufacturers, Inc. will not be liable or responsible for any past, present or future leaks or any resulting consequential or incidental damages. 

Phone: 941-753-7500      U.S. Toll Free: 1-800-423-7264      Fax: 941-753-1773      E-Mail: info@natcoat.net 
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COMPETITOR’s ROOF COATING NEW and IMPROVED PERMAKOTE® 


